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CNC EVA FILM 
Super-Clear Exterior and Interior Use  Architectural Safey Glass

Thickness 
of Glass

Low Temperature 
Stage

High Temperature 
Stage

Open 
Oven 
Door for 
Cooling 
Fast

Stop 
Vacuumin
g

3+3mm
4+4mm
5+5mm

70℃ 10min 130℃ 50min ≤75℃ ≤40℃

6+6mm
7+7mm
8+8mm

70℃ 15min 130℃ 50min ≤75℃ ≤40℃

9+9mm
10+10mm
11+11mm

70℃ 20min 130℃ 60min ≤75℃ ≤40℃



CNC EVA FILM 
Super-Clear Exterior and Interior Use  Architectural Safey Glass

• (1) Vacuum before heating: 5mins for 1 silicone bed oven, 
and 10 mins for 5 silicone bed oven

• (2) If you are laminating glass with special thickness, the 
formula is :7mm+3mm=5mm+5mm

• (3)The above data is based on flat glass, if you laminating 
tempered glass, please prolong the time for 10mins



CNC EVA FILM
Colored Decorative Laminated Glass

Thickness 
of Glass

Low Temperature 
Stage

High Temperature 
Stage

Open 
Oven 
Door for 
Cooling 
Fast

Stop 
Vacuumin
g

3+3mm
4+4mm
5+5mm

70℃ 10min 110℃ 30min ≤75℃ ≤40℃

6+6mm
7+7mm
8+8mm

70℃ 15min 110℃ 45min ≤75℃ ≤40℃

9+9mm
10+10mm
11+11mm

70℃ 20min 110℃ 50min ≤75℃ ≤40℃
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• All rights reserved by 
• CNC GLASS INTERLAYER TECH          WWW.CNCGLASS.COM
• CNC@CNCGLASS.COM             BENEXT77@GMAIL.COM
• 008615013829504            Skype: CNEXT365        Wechat: 

WECAN365   Line: CNCGLASS

• EVA FILM FOR LAMINATED GLASS
• PVB FILM FOR LAMINATED GLASS
• PDLC FILM FOR SMART GLASS
• GLASS HARDWARES FOR GLASS FIXING SYSTEM
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